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Refractory Fire brick with plaster cladding
50% Wood and 50% Gas Multi fuel Brick oven

100% Ceramic Fibre 
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Authentic Oven Limited trading as:
Authentic Oven
Authentic Grill
Authentic Fire
Authentic design & cut
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Gas supply: Inlet 19mm
[Nat 1.0kPa 90,000 BTU = 94.955027 MJ/ph]
[LPG 2.75kPa 80,000 BTU = 84.404468 MJ]

Authentic Oven 900 multi fuel brick oven 
Designed and manufactured by Authentic Oven Limited 

New Zealand

Designed to be used with wood and gas at the same time. Easy 
set and forget operation with our Authentic Oven controller and 
custom modulation gas equipment. Just set your desired temp 

and the ovens gas system will do the rest. Use wood in 
conjunction with gas for powerful performance. 

High Alumina Firebrick construction with polished flat hearth. A 
well balanced oven any staff can operate. The fire brick hearth 

is polished perfectly flat for the best cooking surface on the 
market. 

Round hearth design with the perfect amount of insulation in 
hearth and cladding for the best heat retention. Your choice of 

cladding colour. 
All stainless steel 304 grade. 

Flue required is 200mm solid fuel type. 123 litres p/s flow rate. 
Penetration system 200*250*300*

Must be installed to AS/NZS-2918:2018 
THIS GAS APPLIANCE IS ENDORSED TO NZS 5266 AND MUST 

BE INSTALLED BY AN AUTHORISED PERSON TO NZS 5601

External 1200mm
Internal hearth diameter 900mm 

Weight complete 980Kg’s 455
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